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6.Technical parameters

LED Source 1xCOB RGBW full colour 180W LED

Optical group Beam angle :17-50degree
with high-efficiency optical system

Control 9 DMX channels;LCD display+4 soft keys;4 selectable dimming curves

Connection Powercon In & Out; 3-pole DMX In & Out (5-pole DMX available)

Voltage

Max Power

Measurements

Electronic full-range AC 100-240V 50/60Hz

180W

Size 61.5X28X21.5cm   Weight 11Kg

7.Control Panel

MENU Enter Down Up

Adjust keys function on panel

Press MENU --->Display first-level menu--->
Press Enter --->Display second-level menu--->
Press Down & Up to adjust relevant function--->
Press Enter and MENU to quit current menu--->
Press MENU --->To next first-level menu...

LED Profile Light

4

8.Menu
MENU

Press once

DMX Mode

Press once

Enter

Press once

Up Change

Valid Press once

Down Change

Valid

Press once

Enter

MENU

Press once

Press once

Enter

Press once

Up Dimming

Valid Press once

Down

Valid

Press once

Enter

MENU

Press once

Press once

Enter

Press once

Up Timing

Valid Press once

Down

Valid

Press once

Enter

Dimming Mode

Dimming

Strobe Mode

Timing

LED Profile Light

MENU

Press once

Press once

Enter

Press once

Up Timing

Valid Press once

Down

Valid

Press once

Enter

Fade Mode

Timing

MENU

Press once

Press once

Enter

Press once

Up Timing

Valid Press once

Down

Valid

Press once

Enter

Auto Mode

Timing

MENU

Press once

Cycle
Back to first step
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