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key features
� large format, 3-way, full range studio control monitor
� ATC proprietary 3”/75mm soft dome mid-range drive unit
� super linear 15”/375mm short coil bass driver for extended low frequency and low distortion
� built in 3-channel 350W rms class A/B amp pack featuring 4th order active filters and FET momentary gain        
reduction circuits
� front baffle mounted amplifier clip indicators 
� convection cooled for silent operation
� 6 year warranty

specifications
� drivers bass: 15”/375mm Super Linear

mid: 3”/75mm Soft Dome
hf: 1”/25mm Soft Dome

� amplitude linearity 60Hz - 17kHz (+/-2dB)
� cut-off frequencies 25Hz - 22kHz (+/-6dB freestanding)
� horizontal dispersion +/-80° coherent
� vertical dispersion +/-10° coherent
� maximum continuous SPL (1m) 117dB

� audio input rear mounted female xlr (pin 2 +)
� input sensitivity 1V (ref full output)
� input sensitivity trim 0 to -6dB (continuously variable)
� input impedance balanced >10kΩ
� amplifier output power bass: 200W rms

mid: 100W rms
hf: 50W rms

� crossover frequencies 380Hz & 3.5kHz
� crossover filters 4th order critically damped
� low frequency boost +6dB at 40Hz
� overload protection active FET momentary gain reduction plus tweeter thermal protection

� mains power requirements 100/115/230V, 50/60Hz (region dependent, factory set)
� mains power consumption 75VA (standby minimum), 205VA (typical, 1/8th power), 500VA (maximum)

� thermal output 70W (idle) 170W(1/8th power)

� weight 75kg/165lbs

physical dimensions
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